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Application
Designed for installation on potable water lines to protect against both
backsiphonage and backpressure of polluted water into the potable water
supply. The Model 350AST shall provide protection where a potential health
hazard does not exist. Ideal for use where Lead-Free* valves are required.

Standards Compliance
(Horizontal and Vertical)
• ASSE® Listed 1015
• AWWA Compliant C510 (with gates only) and C550
• UL® Classified
• C-UL® Classified
• FM® Approved
• CSA® Certified B64.5
• cUPC® Listed
• Approved by the Foundation for Cross Connection Control and Hydraulic
Research at the University of Southern California
• Meets the requirements of NSF/ANSI/CAN 61 and 372*
*(LESS THAN 0.25% WEIGHTED AVERAGE LEAD CONTENT)

Materials
Main Valve Body 304L Stainless Steel
Access Covers 304L Stainless Steel
Fasteners 300 series Stainless Steel
Internals 300 series Stainless Steel

NORYL™
O-rings Buna Nitrile (FDA approved)
Seal Rings EPDM (FDA approved)
Springs 300 series Stainless Steel

Features
Sizes 2-1/2", 3", 4", 6", 8", 10"
Maximum working water pressure 175 PSI
Maximum working water temperature 140˚F
Hydrostatic test pressure 350 PSI
End connections (Grooved for steel pipe) AWWA C606
End connections (Flanged) ANSI/ASME B16.42 Class 150

4" 350ASTOSY

Options (Suffixes can be combined)
With flanged end NRS gate valves (standard)

OSY With flanged end OS&Y gate valves
OSYG With grooved end OS&Y gate valves
PI With post indicator gate valves
BG With grooved end butterfly valves with integral

supervisory switches
BF With flanged end butterfly valves with integral

supervisory switches
G With grooved end connections
GF With grooved inlet gate connection and flanged outlet

gate connection
FG With flanged inlet gate connection and grooved outlet

gate connection
FSC With epoxy coated wye type strainer (flanged only)

Accessories
Repair Kits (2-1/2" - 10")
Thermal Expansion Tank XT
Connected Pressure Monitor ZCSM-PF
OSY Gate Valve Supervisory Switch OSY-40

Suggested Pairing
Pilot-Operated PRV ZW209
Pressure Reducing Valve with Venturi 500XL3

https://www.zurn.com/search?q=350AST
https://www.zurn.com/search?q=350AST
https://files.zurn.com/spec-sheets/bf-350ast.pdf
https://www.zurn.com/patents
https://files.zurn.com/repair-parts/350ast_new_file.pdf
https://www.zurn.com/products/water-control/additional-solutions/thermal-expansion/xt
https://www.zurn.com/products/water-control/pressure-reducing-valves/zcsm-pf
https://www.zurn.com/search?q=OSY-40
https://www.zurn.com/products/water-control/automatic-control-valves/zw209
https://www.zurn.com/products/water-control/pressure-reducing-valves/500xl3
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Installation and Maintenance Instructions 2-1/2" - 6" Model 350AST

Installation and Maintenance Instructions 8" and 10" Model 350AST

Specifications (350AST Written Specification )
The Double Check Backflow Prevention Assembly shall be certified to NSF/ANSI/CAN 61 and 372, ASSE® Listed 1015, and supplied with full port gate valves.
The main body and access cover shall be 304L Stainless Steel, the seat ring and check valve shall be NORYL™, the stem shall be stainless steel (ASTM A 276)
and the seat disc elastomers shall be EPDM. The checks shall be accessible for maintenance without removing the device from the line. The Double Check
Backflow Prevention Assembly shall be a WILKINS Model 350AST.

https://www.zurn.com/search?q=350AST
https://files.zurn.com/spec-sheets/bf-350ast.pdf
https://files.zurn.com/care-cleaning-install-warranty-sheets/is350ast.pdf
https://files.zurn.com/care-cleaning-install-warranty-sheets/is350ast-8.pdf
https://files.zurn.com/written-specification/written-spec-wilkins_350ast.pdf
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